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VG0250WFX044Y0.01

WPx 18x0.2mm TRC D.0.1mm
COND. WNX 16x0.20 SEZ Impregnation
050 TEX 34x2 D, 1.35
CAVO WX 220 50 DTEX-TEX
WNx 16x0.2mm D.4,00 DIN

COND. WPX 18x0.20 SEZ
0E0 TEX 342 D, 1.36
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Product name
CABLE KCA 2x0.5 DTTS D.4.40 DIN

Note

Applicable standards: DIN 43714

quality: compensating cable - t?( ek
error limits: class 2 according to IEC 60584
maximum working temperature: + 450 ° C

Conductors

number: 2

nature; Kca
construction: 16x0.20
cross-section: 0.5 mm

electrical resistance of conductors: 1260 Ohms / Km

at20°C

Insulation

Braided fibreglass

impregnation: water based resin
nominal diameter: 1.35mm (+ 0.1)

color code: positive red negative green

Layup
twisted conductors
filler: fibre glass fillers

Second layer
Braided fibreglass
impregnation: vinilic resin

Armour

tin plated copper wires

wire diameter: 0.10mm

color code: green textile insert

Dimensions
nominal diameter: 4.4mm (+/- 0.2)
weight: 35.84 Kg / Km

Standard Tests

spark test 1000vVac

conductor-conductor test voltage 1000 Vdc
conductor-armour test voltage 1000 Vdc
insulation resistance:> 10 Mohm (20 ° C)
Visual & Dimensional test

conductor continuity check

Nome Prodotto
CAVO Wx 2x0.5 DTTS D.4.40 DIN

Note

normative applicabili: DIN 43714

qualita: cavo compensazione - tipo K

limiti di errore: classe 2 in accordo a IEC 60584
temperatura massima di lavoro: +450°C

Conduttori

numero: 2

natura: Kca - Wx

formazione: 16x0.20

sezione: 0.5 mmq

resistenza elettrica conduttori: 1260 Ohm/Km a 20°C

Isolamento

elettrovetro trecciato

impregnazione: resina ad acqua

diametro nominale: 1.35mm (x0.1)

codice colore: positivo rosso negativo verde

Riunimento
conduttori cordati
riempitivo: filato in elettrovetro

Rivestimento _
elettrovetro trecciato _
impregnazione: vernice elettroisolante

Armatura

fili di rame stagnato

diametro filo: 0.10mm

codice colore: inserto tessile verde

Dimensioni
diametro nominale: 4.4mm (+/-0.2)
peso: 35.84 Kg/Km

Prove Standard

spark test 1000Vac

tensione di collaudo conduttore-conduttore 1000 vcc
tensione di collaudo conduttore-armatura 1000 vcc
resistenza diisolamento: >10 Mohm (20°C)

esame visivo e dimensionale

verifica continuita conduttori



