EMPERATURE

COMPONENT

MZ0250NFX05010.01

PUR
D.Emm

MFA
D. 1 48mm

NOWOVEN

NPx 1 8x0.2mm
MNMx 1 80 2mm

Product name
CABLE NX 2x0.5 MFA-NW-PUR D. 5.0 IEC

Note

applicable standards: [EC 60584

quality: extension cable - type N

error limits: standard grade according to ASTM E230
maximum working temperature: -20/+ 80 * C

Conductors

number: 2

nature; NX

construction: 16x0.20

cross-section: 0.5 sgmm

electrical resistance of conductors: 2640 Ohm/Km at
202 C

Insulation

fluoropolymer type Hyflon MFA

nominal diameter: 1.45mm (+ 0.05)
color code: negative white positive pink

Layu
conductors twisted +
no woven tape

Outer sheath

PUR - polt}{_%lrethane thermoplastic
nominal thickness: 0.90mm

color code: pink

Dimensions
nominal diameter: 5mm (+/- 0.2)
weight: 33.58 Kg/Km

Standard tests

spark test 2500vac

test voltage conductor/conductor 1000 vdc
insulation resistance:> 20 Mohm (20 ° C)
Visual & Dimensional test

check conductors continuity

on-line

mit.D. Group

Nome Prodotto
CAVO NX 2x0.5 MFA-NW-PUR D. 5.0 IEC

Note

normative applicabili: IEC 60584

qualita: cavo per estensione - tipo N

limiti di errore: grado standard in accordo a ASTM E230
temperatura massima di lavoro: -20/+80°C

Conduttori

numero: 2

natura: NX

formazione: 16x0.20

sezione: 0.5 mmq

resistenza elettrica conduttori: 2640 Ohm/Km a 20°C

Isolamento

fluoropolimero tipo Hyflon MFA

diametro nominale: T.45mm (+0.05)

codice colore: negativo bianco positivo rosa

Riunimento _
conduttori cordati +
nastro no woven

Guaina finale

termoplastico tipo PUR - poliuretano
spessore nominale: 0.90mm

codice colore: rosa

Dimensioni
diametro nominale: 5mm (+/-0.2)
peso: 33.58 Kg/Km

Prove Standard

spark test 2500Vac

tensione di collaudo conduttore/conduttore 1000 vcc
resistenza diisolamento: >20 Mohm (20°C)

esame visivo e dimensionale

verifica continuita conduttori



